

## Emergency stop switch in Lift pit

Relocate existing pit Emergency stop switch
Provide "Matthews" retaining catches on gate

| Emergency lighting in Machine Room - 3 hour non-maintained including test key switch |
| :--- | :--- | :--- |
| Separate miniature flu |

Separate miniature fluorescent emergency lighting
UPS Inverter pack to normal fluorescent luminaire
References designation of machine room equipment (per lift)
Restricted headroom notice
Restricted Pit notice
Fitting of landing door, closers per entrance
Electrical switches to hydraulic buffers
Supply new valve block due to damage
Emergency hand pump to hydraulic tank
Fitting of anti-jump bars to sheaves
Supply and fit pit props
Paint all driving sheaves and exposed rotating parts yellow
Cleaning and degreasing Plant Room floors and painting two coats of paint
Caretaker maintenance per visit
Decommissioning of Lift up to 4 floors $>1000 \mathrm{~kg}$
Decommissioning of Lift up to 4 floors $<3000 \mathrm{~kg}$
Do Not Use notice for Lifting beams
Do Not Use notice for Lifting beams

| Earth Continuity |
| :--- | :--- |
| Electrical safety devices |
| Terminal speed reduction systems |

Terminal speed reduction systems
Landing door interlocks
Lift Machine-investigatory test (TYPE A)
Lift Machine - Comprehensive test (TYPE B)
Overspeed governors
Governor operated safety gear instantaneous type
Governor operated safety gear instantaneous type
Governor operated safety gear progr

| Safety gear operated by other means |
| :--- |
| Devices to prevent overspeed of the ascending lift car |


| Devices to prevent overspeed of the as |
| :--- |
| Unintended car movement protection |

Energy dissipation buffers
Suspension system
Car overload detection warning devices
Hydraulic system
Hydraulic cylinders in boreholes or similar locations
Hydraulic rupture/restrictor valves
Hydraulic rupture/restricter
Electric anti-creep device

| Mechanical anti-creep device |
| :--- |
| Low pressure detection devices (Switch or valve) |


| Low pressure detection device |
| :--- |
| Traction, brake, and levelling |


| Traction, brake, and levelling |
| :--- |
| Car/counterweight balance |

Automatic power operated doors
Other supplementary tests taking 4 hours labour fitter and mate plus $£ 100$ at cost hire charges
Supply and fit new load ropes due to damage up to 4 floors 1:1
Supply and fit new load ropes due to damage up to 4 floors 2:1
Dress the ram and fit new oil seals due to damage
Supply and fit a new over speed governor /safety gear rope due to damage
Supply and fit new car or landing push button due to damage

| £ | - | 1 | £ | - |
| :---: | :---: | :---: | :---: | :---: |
| £ | - | 3 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 4 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 6 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 5 | £ | - |
| ing to LG1 2020. |  |  |  |  |
| £ | - | 5 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 0 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 1 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 5 | £ | - |
| £ | - | 5 | £ | - |
| £ | - | 3 | £ | - |
| £ | - | 0 | £ | - |
| £ | - | 3 | £ | - |
| £ | - | 3 | £ | - |
| £ | - | 0 | £ | - |
| £ | - | 3 | £ | - |
| £ | - | 5 | £ | - |
| £ | - | 5 | £ | - |
| £ | - | 5 | £ | - |
| £ | - | 3 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 2 | £ | - |
| £ | - | 2 | £ | - |



